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FUNDAMENTALS

MESH UNITS can have a

SINGLE, TWO or more
beads between points.

IF ALL mesh units have the SAME single or two beads between all
connecting mesh points, the beadwork will be a STRAIGHT BAND.

IF the meshwork INCREASES/ DECREASES as shown above, the
beadwork will flare out into a COLLAR.

Color changes in beads create DESIGN MOTIFS. Color sequences tend
to change rapidly in every row/ column when doing a complex piece.
A PATTERN emerges upon completion of a few rows.
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CIRCLE KNOTS

This knot is so effective, you really want to
make sure you have it positioned close to
where you want to have the final knot.

Tie a simple knot by circling around thread
between beads in the beadwoven fabric.

Place needle through tiny circle loop. Pull
tightly to secure knot right between beads.
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Continue invisibly through the neighboring
beads to distance yourself from the last knot.
Tie another knot in between beads.

Repeat a few times.

EADWOIRIS

When piece is
finished, remove
stopper bead.

Attach clasp by
wrapping thread
around the clasp
few times. Then
secure it invisibly
in surrounding meshwork.

THREAD TIPS

To START most projects:
Start off with as long of a thread as you
can handle without tangling.

Condition thread if desired by runninr% it
through beeswax or Thread Heaven".
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Tie on a STOPPER bead loosely so it can
easily be removed when you are ready to
join or add a clasp in the end. Leave a
LONG TAIL (9"/25cm) for use to
cleanly finish and reinforce the edge.

Be very careful not to accidentally
pierce the stopper bead knot.

Go through the edge point bead, edge
beads, etc. further away to avoid piercing.
You want to take stopper off easily
when you are ready to attach clasp.

To FINISH thread before adding new one:
Note when you are about to run out of
thread. Weave in the excess thread in reverse
direction by going around a few mesh units.
Tie once in between beads. Repeat
again few more times. Leave whisker until end.

To REINFORCE new thread:
Start a new thread by tying in between
beads of netting fabric further from
point where you need to continue.
Go around a few mesh units to reinforce.
This effectively overlaps both threads
so the piece will never split.
Emerge where you left off and continue.

FINAL FINISH:

The excess thread whiskers can be
melted away if using glass beads.
The netting must be dense with
no thread visible between beads.
The flame will stop at the glass beads.
This will give an extra melted bubble
at thread end for reinforcement.

The Thread Zapper® effectively melts
the thread whiskers close to the beads.
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